
Characteristics, performances and pictures of the items refer to a standard development and can be only partially as described. 
Le caratteristiche, le prestazioni e le immagini degli articoli si riferiscono a un allestimento standard e possono corrispondere solo parzialmente a quanto descritto.
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steel structure to separate the sprues from 
TV\SKLK�WHY[Z�VM�KPќLYLU[� [OPJRULZZ��WSHJLK�
near the machine under the loading conveyor. 
The separator unit is equipped with pipes 
which by the vibration allow the separation of 
the parts. 
 
Separatore di materozze vibrante in struttura 
KP�HJJPHPV�PUV_��HKH[[V�H�ZLWHYHYL��SL�TH[LYVaaL�
KHP� WLaaP� Z[HTWH[P� KP� KPќLYLU[L� ZWLZZVYL��
utilizzato in linea all’uscita della macchina 
sotto il nastro di carico. L’unità separatrice è 
costituita da tubi che mediante la vibrazione 
permettono la separazione dei pezzi.

mod: -=�=
(��TT� 1250

)��TT� 650

*��TT� 530

+��TT� 1100 +/- 250

,��TT� 540 +/- 250

-��TT� 1200

.��TT� 775

/��TT� 400

0��TT� 700

3��TT� 1460
Supply Voltage/
Alimentazione 400V; 3 ph+N; 50 Hz
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VIBRANT SPRUE SEPARATOR
SEPARATORE VIBRANTE

21F.LLI VIRGINIO 
nastri trasportatori


